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Premium Luxeon® LEDs 
for ultimate consistency 
and reliability

Incredibly compact at 
only 1.1" (28 mm) wide

Available in
1, 2, 3, 4, and 5 ft lengths

Up to 96' (29 m) of luminaires 
on a single leader cable

Vibration resistance 
(ANSI C136.31)

Exceptional optical purity 
and load strength

Static White:                     Up to 2,020 lm
RGBW w/Royal Blue: Up to 1,100 lm

LINEALUX L1
A 2nd generation compact, high-performance linear 
grazer that combines technology and performance 
in a stylish design.

Without LouverWith Louver Asymmetric Optics Options

Available in RGBW, RGBA, Tunable 
White and a wide selection of white 
color temperatures.
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Integrated active thermal 
management system

Factory installed, 100%  
water-tight cable entry that 
blocks moisture from entering 
the luminaire

Visual comfort technology 
to reduce contrast while still 

achieving maximum light output

Nine (9) step powder-coat 
system including marine-grade 

epoxy undercoat

Configurable resolutions from  
¾" (19 mm) to full luminaire

High-speed digital  
communication technology, that 
allows addressing and granular 
control of every luminaire, using 
only a single cable

Two mounting options:
• Adjustable bracket
• Fixed bracket

IP66/67

KG

IK6

Stunning elliptical and asymmetric grazing options:  

20ºx80º, 30ºx80º, 40ºx80º, Asymmetric Left/Right


